
WDLink

Unique doorbell door lock integrated design, no extra doorbell need to purchase.

The camera inside the door lock and the Tuya App help us to monitor what's happening outside the door.

Upgraded structure with waterproof rubber, which could be use for the outside gate.

Freely reversible handle, support to change the direction of door lock handle installation left or right.

Back-up USB external power supply interface, in case the power is dead.

Strong and secure Aluminum alloy lock panel, anti-corrosion and sturdy.

One-Touch-Access Biometric Fingerprint sensor on the reader.

Uniquely stylish thin panel, it can fit most wooden doors. Tempered glass Panel, 
outside frame is Aluminum alloy.

Compatible with various mortise to fit 99% of doors. Lock body: 6068 Multi tongue.

Access by Wifi ( Tuya APP ), password, fingerprint, RFID card, mechanical key.

Features

App unlockCard unlockkey unlockPasswordFingerprint

Serrure de Porte Intelligente à Empreintes Digitales Dallas Pro, Mot de Passe, Sans
Clé, pour Chambre d'Appartement, Tuya Andrea Camera, Numérique

Smart Door Lock

WD1
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< 180mADynamic current :

9Administrators number :

300
Fingerprint number+
Password+RFID Card 
capacity

SemiconductorFingerprint Sensor :

< 0.6SecondFingerprint contrast time :

360°Fingerprint identification
Angle :

< %0.1False Rejection Rate :

< 0.0001%False Recognition Rate :

Touch standard -12bit keyboardKeyboard :

4-8 digitsPassword Length :

32 digitsPhantom password :

4.6+0.2VLow voltage alarm :

< 0.1 SecondReaction time :

6VPower type :

5VDCEmergency power :

25-  °C~ 60 °CWorking temperature :

20%~90 RHWorking Relative Humidity:

YesHuman voice :

< 50uAStatic current :

370*75*24mmLock Size :

Black / Red BronzeFinish :

Tempered glass+Aluminum alloyMaterial :

WD1Model :

Specifications  
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Lock Panel Size

< 1SecondUnlock time :

8 languagesVersion 0.2 :

TUYA WIFIVersion 1.0 :

8*AABattery :

IP65Waterproof rating :

480pCamera pixels :

8pcs1 Carton :

32 KGCarton Gross weight :


